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Sloped Seats Worksheet

 Job No.: Detailer:

 Customer:

 Job Name: Location:

T.C. Seat T.C. Seat
EC

Opposite End / Right End

B
Half Skew

D

Issued For:

Date:

Sequence:

A
Half Skew

Checker:

Tag End / Left End

Detail 

No.

Slope    

(   /12)
A EMark D

Slope    

(   /12)
B C

Detail 

No.

B

A C

A
C

HLE or HRE

(List on B.O.M.)

(List on B.O.M.)

HLE or HRE

B

C

(List on B.O.M.)
B*

HLE or HRE

A
**E

D

+ -

- +
W.P.

End of O.A.L.End of O.A.L.

W.P.

HALF SKEW DETAIL

at Left End at Right End

• List half skews in 5° increments - round off as required.

• Always include the "+" or "-" symbol.

• Half skews on the top chord are measured parallel to the 

  top chord and half skews on the seat are measured 

  parallel to the bottom of the seat.  For joists with sloped 

  seats, the the half skew on the top chord will often be 

  greater than the half skew on the seat.

• If a half skew is required only on a top chord or a seat,

  enter the angle in the correct space and enter "NO" in the 

  other space.

DETAIL 3DETAIL 1

DETAIL 2

C

B*
(List on B.O.M.)

DETAIL 4

HLE or HRE

A

**E

D

**E Dimension: 

Leave blank if there is 

no specific requirement. 

Enter the dimension 

followed by "MIN," "MAX" 

or "REQ" for a minimum, 

maximum or required 

dimension.

12
Slope Slope

12

Slope
12

Slope
12 *B Dimension: 

In details 3 and 4, "B" 

normally equals the 

standard bearing length 

of 5" for SSJ and 6" for 

LSJ and girders.  Other 

lengths may be used for 

special conditions.

Minimum length is 4" in

all cases.


